Chapter 2: Maps, Map Reading, and Land Navigation

LESSON 3: THE GRID
REFERENCE SYSTEM
AND SIX-DIGIT GRID
COORDINATE

PURPOSE

This lesson introduces you to
the universal transverse mercator grid
sysem and the military grid reference
sydem. Once you ae familiar with
these sysems and how mapmakers
divide the globe into northrsouth and
east-west rings, you will better under-
gand how to locate and identify points
anywhere in the world. From this very
broad perspective, this lesson will then
show you how to locate a point on a
map to within 100 meters using a Sx-
digit grid coordinate.

coordinate scale
grid coordinate
grid lines

grid squares
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inter sects
latitude
longitude
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INTRODUCTION

To keep from geting log, you must
know how to find your location. Street
addresses may not dways be avalable to you.
Learning to use the grid referencing sysem in
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conjunction with maps will hdp you to quickly
and accurately pinpoint your location.

LINESOF LATITUDE AND LONGITUDE

By drawing a st of east-west rings
around the globe (parale to the equator), and a
st of north-south rings crossng the equator at
right angles and converging & the poles, map-
maekers can form a network of reference lines
from which you can locate any point on the
earth’s surface — see lllustration 2.3.1.

We refer to the distance of a point north
or south of the equator as its latitude and the
rings around the earth pardld to the equator as
pardlds of latitude, or smply pardlds. Lines
of latitude run east-west, but we measure
north-south distances between them. Starting
with zero degrees a the equator, mapmakers
number paralels to 90 degrees both north and
south.

We refer to a second set of rings around
the globe that are a right angles to the lines of
latitude and that pass through the poles as
meridians of longitude, or Imply meridians.
One meridian is the prime meridian, which
runs through Greenwich, England. The distance
eest or west of the prime meridian to a point
isknown as its longitude. Lines of longitude
run north-south, but we measure east-west
distances between them. Sating with zero
degrees a the prime meidian, mapmakers
number meridians to 180 degrees both east and
west.
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UTM GRID SYSTEM

The US militay superimposed its
orid reference sygem on the Universd Trans-
verse Mercator Grid System, or UTM grid
sysem. To better understand the military’s grid
reference system, you should have a basc
knowledge of the UTM grid system.

The UTM grid sysem divides the
suface of the eath into 60 north-south grid
zones (each six degrees wide) like the one in
lllusration 2.3.2. Mapmakers number these
zones from west to east, 1 through 60, starting
a the 180 degree meridian. The grid zone in
llugration 232  represents  grid  zone
number 3.

[llustration 2.3.2

[llugtration 2.3.3 is this same grid zone,
but now further divided into 20 north-south
segments. We give each grid segment a letter
for identification. Mapmakers use the letters
“C’ through “X” (omitting the letters “I” and
“Q’) to identify these 20 grid ssgments. They
do not use “I” and “O" because those letters
can eadly be migaken for the numbers “1” and
“0,” respectively. Nineteen of these grid segr
ments are eight degrees high and the one row at
the extreme north is 12 degrees high. This
combination of zone number and row letter
constitutes the grid zone designation.
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With this designator, we are now able to
identify specific grids. For example, if we
wanted to locate the firg segment north of the
equator, its grid zone designation would be 3N.

[llustration 2.3.3

However, if you were to cut out 60
shapes identicd to those in Illugtrations 2.3.2 or
2.3.3, your globe would not be complete at
ether end. Each of these 60 grid zones lay
between the 84 degrees north and the 80
degrees south lines of latitude. The polar
regions would be missng. Therefore, to com-
plete your globe, extend these grid lines to 90
degrees in both directions 90 degrees north
latitude is the North Pole and 90 degrees south
latitude is the South Pole. Mapmakers use the
remaining four letters “A)” “B,” “Y,” and “Z”
to identify the polar regions as shown in
[llustration 2.3.4.

180° NORTH POLE 0’ SOUTH POLE

[llustration 2.3.4
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MILITARY GRID REFERENCE SYSTEM

Superimposed on  each grid zone
segment are 100,000 meter squares. We iden
tify each 100,000 meter square by two identi-
fication letters (see llludration 2.3.5). The firg
letter is the column designation and the second
letter is the row designation.
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[llustration 2.3.5

We then further divide each 100,000
meter square by pardld lines (or grid lines) 45
that are 1,000 meters or 10,000 meters apart
(depending on the scde of the map). These
pardld lines come together a right angles to
foom 1,000 meter or 10,000 meter sguares

(cdled grid sguares) — see llludtration 2.3.6. 44
These grid lines and grid squares are the lines
that you see on a standard military topographic
map. Mapmakers number grid lines dong the 43

outsde edge of each topographic map for easy
reference. Using the two 100,000 meter square
identification letters in conjunction with these
numbers, you can identify each grid square
accurately, without any two grid squares having 4275 1 12 13
the same grid number (or grid coordinate). llustration 2.3.6
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LOCATING A POINT USING THE
MILITARY GRID REFERENCE SYSTEM

Whenever you read a grid coordinate,
you dways read right fird, then up. This is one
of the cardind rules in map reading. Based on
this rule, you can determine locations on a map
usng grid coordinates. The number of digits in
a grid coordinate represents the degree of preci-
son to which you can locate and measure a
point on a map — the more digits, the more
precise the measurement. For example, a four-
digit grid coordinate locates a point to within
1,000 meters, a six-digit grid coordinate to
within 100 meters, and an eght-digit grid
coordinate to within ten meters.

You write grid coordinates as one corn-
tinuous dphanumeric symbol without spaces,
parentheses, dashes, or decimal points. Further,
grid coordinates must dways contain an even
number of digits, both letters and numbers. In
order to determine grid coordinates without
usng a protractor, the reader smply refers to
the grid lines numbered dong the margin of
any map. The following example shows how to
form afour-digit grid coordinate.

Suppose you want to locate Spot
Elevation 450 in Illlustration 2.3.7 to the nearest
1,000 meters.

Not to Scale a4
/——"
[m]

43

42
10 11 12

[llustration 2.3.7
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1. ldentify the 100,000 meter sguare identi-
fication letters for the mgp you are usng.
You can find this identification in the Grid
Reference Box located a the bottom center
of the lower margin of a topographic map.
For this example, we will continue to use
the“YF identifier from Illustration 2.3.5.

Note: The next two steps would normdly be to
break down the 100,000 meter square into
10 equa 10,000 meter grid squares, then to
further bresk down one of those into 10
equa 1,000 meter grid squares. However,
we will omit these steps since our example
aready has 1,000 meter grid squares.

1. ldentify the 1,000 meter grid sguare in
which the spot eevation is located. To do
this, remember the first cardind rule of map
reading: read right, then up. When reading a
map right and up, each north-south grid line
incresses in value from west to esst, and
each east-wedt grid line increases in vaue
from south to north.

2. Read right. We see that the last north-south
grid line before reaching the grid square
containing Spot Elevation 450 is 11.

3. Read up. Note that the last east-west grid
line before reaching the grid square
containing Spot Elevation 450 is43.

4. Combine these steps by writing the 100,000
meter square  identifier  (YF) and the
coordinates of the 1,000 meter grid square
(11 and 43) as one continuous Symboal.
Thus, you would write this grid coordinate
as YF1143. You have now correctly located
a point on the map (Spot Elevation 450) to
the nearest 1,000 meters and written a four-
digit coordinate.

Unit 5: Geography and Earth Science
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LOCATING A POINT USING SX-DIGIT
GRID COORDINATES

To locate a point to within 100 meters,
fdlow the procedures in the previous lesson,
and add one more sep. In this step, you must
divide the 1,000 meter grid square into tenths,
or 100 meter increments. llludration 2.3.8
shows what a 1,000 meter grid square would
look like if you divided it into 100 meter
segments.
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[llustration 2.3.8

Suppose we now want to again locate
oot Elevation 450, but this time to within 100
meters. Firdt, read right. Spot Elevation 450 is
aoproximately sx-tenths into the grid square.
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The right reading then is the vaue of the last
north-south grid line before reaching this grid
square, or 11, plus a 6 for the sx-tenths. We
would read this value as 116.

By reading up, you can see that Spot
Elevation 450 is approximately four-tenths of
the way up into the grid square. Therefore, the
up reading is the vaue of the last east-west grid
line before reaching this grid square, or 43, and
a 4 for the four-tenths. We would read this
value as 434.

Combining both of these numbers and
the 100,000 meter square identifier labds the
location as YF116434 for Spot Evaluation 450.
You have now used one method to locate a
point to the nearest 100 meters by using a sx-
digit grid coordinate.

USING A COORDINATE SCALE

Another way to locate a point to within
100 meters is to make use of a coordinate scale.
The following is the correct way to use a coor-
dinate scde. To explain this procedure, we will
once agan find the sx-digit grid coordinate for
oot Elevation 450.

The coordinate scale used by the Army
is the one shown on the next page. Note that
inthe center, it has three different scaes
1:100,000 meters, 1:50,000 meters, and
1:25,000 meters (or 1:250,000 meters).
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Firdt, check to ensure that you are usng
If you obtaned a
ingtructor
[llustrations

the correct scde.

coordinate scde from the JROTC
daff, use the 1:25000 scae for
239 and 23.10) Pace the horizonta scale
padld to and directly on top of grid line 43
with the “0 mark” a the lower left-hand corner
of grid square YF1143 (see llludration 2.3.9).
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Keeping the horizonta scae on top of
the 43 grid line, dide the scale to the right into
the grid sgquare until the verticd scde inter-
sects the center of mass of Spot Elevation 450
(seelllustration 2.3.10).

Now, reading left from the “0O mark,”
you can see that Spot Elevation 450 lies dmost
directly on the gx-tenths indicator. Therefore,
we would read this number as 116. (Note:
When you have to round off numbers usng a
coordinate scde for a gx-digit coordinate,
agoply the fallowing rule round down for num-
bers that are four or less;, round up for num-
bers that are five and above)
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Illustration 2.3.10

Reading up, you can see that Spot
Elevation 450 lies midway between the three
and four mark on the coordinate scade. By

Unit 5: Geography and Earth Science

Lesson 3: The Grid Reference System and Six-digit Grid Coordinate

aoplying the above rounding-off rule, round up
to read this number as 434. Next, combine both
sets of numbers and add the 100,000 meter
square identifier to give you the location of
YF116434. You have now correctly located a
point to the nearest 100 meters by using a
coordinate scale.

GRID REFERENCE BOX

The grid reference box found on
topographic map sheets contains step-by-step
indructions for using the grid and military grid
reference systems. Mapmakers divide the grid
reference box into two parts (see Illudration
2.2.1).

The left portion identifies the grid zone
designation and the 100,000 meter square iden
tifier. If the mgp sheet fdls in more than one
100,000 meter square, the number of the grid
line that separates these sguares and the
100,000 meter square identifications are given.
The right portion briefly explans how to find
and write aSix-digit coordinate.

CONCLUSION

Being successful a mep reading
requires a thorough undersanding of many
basc concepts. This chapter has presented
severd precse sysgems of finding locations on
maps. Your ability to use these systems and to
locate four-and Sx-digit grid coordinates can
increese your confidence in identifying your
location.
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